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Handle Rotation Direction 150 Mx | - - Ax
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Z E—— —— It is necessary the fleet angle is ? degrees or less
W Ly T - ] to prevent the wire rope being unevenly wound to wind
2 2. %, : '
Zp 7, the wire rope uniformly,
' Co & Please install the pulley 2025mm or more away from

the drum on the drum center line,
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Spe C 1 f 1 cat 1 ons (The wire rope composition is
a manufacturer recommendation,) - ARTICULARS VS m:g::o;lu":u; ,.;::.mw:;. EMARKS
Mod el GM-5 Handle 007 LE08HM 15t Layer 109N (=11, fkef) o R ]
Load Rating| 4, QOON (= 500kgf) Operation Wize Rope Tension Brﬁ Layer 147N (fM" Aig? SN -
Wire Rope Tension (Gth Layer or Less) Power L900N Sth Layer 174N E17. Tkef) L Takahashi MAXPULL WINCH /
Wire Rope | ¢ 6mm(EX37)x4(0m Weight 15, 4kg
Length (bth Layer) (Winch+Handle ) ’ s T Yonezawa MODEL GM-5 e
: DATB DRA GM5_101201_01E
Gear Ratio 1/8.9 Standard One Handle "2010/12/01
Handle Length | 725 (mm (Effective bax)| ACCESSOTieS [0ng Hor Wirench for Wire Lock @ & ©0, LD,




